
MODIFIED
CONCRETE
SIDEWALKBACK OF SIDEWALK

PAY LIMITS
MODIFIED CONCRETE

SIDEWALK

TREE GRATE
(60" x 96")

MODIFIED "L" TYPE
CURB & GUTTER

"L" TYPE
CURB & GUTTER

6"
4-

1/
2"

6"±

FRAME ∠ 1-3/4" x 1-3/4" x 1/4"

12
"

26"

10
"

2" MIN.

4" CONCRETE SIDEWALK
SEE HARDSCAPE LEGEND ON
SHEET RD## FOR HS-3 FINISH

6" TYPE II AGGREGATE BASE
AT 90% DRY DENSITY

1/2" NELSON STUD
WELDED TO FRAME6" MIN.

VARIES

MODIFIED "L" TYPE
CURB & GUTTER

MODIFIED CONCRETE
SIDEWALK 3 SIDES

OF TREE WELL

NOTES:
1. INSTALL TREE GRATE, FRAME AND ANCHORS PER

MANUFACTURER'S RECOMMENDATIONS
2. SUBMIT GRATE & FRAME FOR APPROVAL
3. FOR ADDITION INFORMATION, SEE USD #216 & #235
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TREE WELL BLOCKOUT (5' x 8' TREE GRATE)

PROWAG AND

W/ 9' SIDEWALK WIDTH

DOWNTOWN PROJECTS

1 1

SURVEY & RIGHT-OF-WAY

icrisologo
Text Box
* UTILIZE THIS DETAIL WHEN PROPOSING 5' x 8' TREE GRATES IN A 9-FT WIDTH SIDEWALK (4' MIN PEDESTRIAN ROUTE ACCESS + 5' AMENITY ZONE)(REMOVE THIS NOTE ONCE DETAIL HAS BEEN INCORPORATED IN THE PLANS)


